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Sunnen HTB

Built for job shops
Hydraulic Cylinders, Aircraft Components and Compressor Components

Features and Bene�ts

The Sunnen HTB-Series
The HTB – Series is the ideal system when �exibility for repair work and 
small production is required. The job shop system with the 3 kW spindle drive ensures 
maximum power up to diameter 350 mm (ID) with 400 cm3/h stock removal. Together with 
the Sunnen tools, abrasive and coolant oil, all the HTB systems are working at their top performance 
and will meet customized production demands. As an all-inclusive supplier , Sunnen takes full 
responsibility for the entire process.

�s���,�A�R�G�E���D�I�A�M�E�T�E�R���R�A�N�G�E���W�I�T�H�����������C�M�����H��

�������A�N�D���M�O�R�E

�s���2�E�P�E�A�T���P�O�S�I�T�I�O�N���O�F���S�T�R�O�K�E���W�I�T�H�I�N�����������M�M��

   during operation, independent of different 

   stroke speeds

�s���3�T�R�O�K�E���S�P�E�E�D���V�A�R�I�A�B�L�E�����S�T�R�O�K�E���R�A�T�E���A�D�J�U�S�T�A�B�L�E���I�N��

�����������M���M�I�N���I�N�C�R�E�M�E�N�T�S���T�H�R�O�U�G�H���O�P�E�R�A�T�O�R���I�N�T�E�R�F�A�C�E��

   adjustable during cycle)

�s���$�W�E�L�L���A�N�D���O�S�C�I�L�L�A�T�I�O�N���F�E�A�T�U�R�E

�s���3�P�A�R�K���O�U�T���F�U�N�C�T�I�O�N

�s���!�L�L���A�X�E�S���A�R�E���E�L�E�C�T�R�I�C�A�L���D�R�I�V�E�N��
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Technical Speci�cations

HTB-S Series Speci�cations HTB-2000S HTB-3000S HTB-4000S HTH-5000S HTB-6000S HTB-8000S HTB-10000S

Maximum Stroke Length 2’000 mm 3’000 mm 4’000 mm 5’000 mm 6’000 mm 8’000 mm 10’000 mm

No. of Steady Rests Optional Optional Optional 1 1 1 2

Overall Length 6’200 mm 8’200 mm 10’200 mm 12’700 mm 14’700 mm 18’700 mm 23’200 mm

Overall Width 1’200 mm 1’200 mm 1’200 mm 1’500 mm 1’500 mm 1’500 mm 1’500 mm

Spindle Center Height to Floor 1’100 mm 1’100 mm 1’100 mm 1’100 mm 1’100 mm 1’100 mm 1’100 mm

Height 1’523 mm 1’523 mm 1’523 mm 1’523 mm 1’523 mm 1’523 mm 1’523 mm

Weight 2’200 kg 2’600 kg 3’000 kg 3’800 kg 4’200 kg 5’000 kg 5’800 kg

Coolant Capacity: 300 l 300 l 300 l 500 l 500 l 500 l 500 l

Four-Stone MPS Tool
ø 50 - 650 mm

HTB-S Series Variation of 
HTB-5000S to HTB-10000S

Capacity
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up to 400 cm3/ h (24.4 in3/h)
25 - 350 mm (1 - 13.8 in)                                                              
(optional up to 550 mm)
60 - 400 mm (2.4 - 15.8 in)
350 - 600 mm (13.8 - 23.6 in) 
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Spindle Drive System
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Stroke System
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3.2 kW 
0.1 - 40 m / min

Tool Feed System
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Computer Control
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Work Holding Fixture
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Supply Requirements
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50 l / min

Safety Features
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   (Stroke length minus 500 mm)

Standard


